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WINDOW SCHEDULES

688 East 4th Street

Window Location Size (w x h) Proposed work Combination

1 Living West 29w x 65h Double hung Repair existing X

2 Living West 29w x 65h Double hung Repair existing X

3 Basement stair 20w x 25h fixed Repair existing X

4 Dining South 29w x 65h Double hung Repair existing X

5 Dining East 29w x 65h Double hung Repair existing X

6 Kitchen South 29w x 65h Double hung Repair existing X

7 Kitchen South 29w x 65h Double hung Repair existing X

8 Kitchen East 32w x 38h Double hung New wood window X

9 New laundry 24w x 36h Double hung New wood window X

10 Bedroom North 29w x 65h Double hung Repair existing X

11 Bedroom West Pair 24w x 65h Double hung Repair existing X Egress variance
12 Bedroom Closet West 30w x 23h Casement Repair existing X

13 Stair 29w x 58h Double hung Repair existing X

14 Bedroom South Pair 24w x 65h Double hung Repair existing X Egress variance
15 Bedroom East 28w x 48h Casement New wood window X DH appearance
16 Bathroom North 20w x 26h Casement Repair existing X Tempered

698 East 4th Street

Window Location Size (wxh) Repair Window Proposed New Window Combinations/Full Screen
1 Living-West 58 1/2w x 18h Transom replace existing Repair salvaged stained glass X Locate Replacement
2 Living-West 58 1/2w x 47h Picture Picture X
3 Dining-West 29wx 67h Double hung Double hung X
4 Dining-South 64w x 28h (1) Fixed replace existing Piano, (2)inswing and 1 fixed (center) X
5 Dining-East 29w x 67h Double hung Double hung X
6 Rear Entry 28w x 44 1/2h 6/6 double hung 6/6 double hung alternate : wood DH window X Tempered Glass
7 Kitchen-South 36w x 52 1/2h 8/8 double hung 8/8 double hung alternate : wood DH window 8:8 SDL X
8(2) Kitchen-East (2) @ 28w x521/2h 6/6 double hung 6/6 double hung alternate : wood DH window 6:6 SDL X
9(2) Kitchen-North (2) 20w x 36h 6 divide lites, inswing 6 divide lites, inswing alternate : wood DH window 6:6 SDL X
10 Bathroom 1 28w x 52 1/2h 6/6 double hung 6/6 double hung alternate : wood DH window 6:6 SDL X Tempered Glass
11 (2) Bedroom 1 (2) @ 28w x521/2 h 6/6 double hung 6/6 double hung alternate : wood DH window 6:6 SDL X Egress variance req'd
12 Front Foyer 33w x 67 1/2h Double hung Double hung X
13 Front Foyer 28w x331/2h Fixed Fixed X
14 Bedroom 2-West 30wx641/2h Double hung Double hung alternate : wood DH window X
15 Bedroom 2-West 30wx641/2h Double hung Double hung alternate : wood DH window X
16 Bedroom 3-East 30wx61h Double hung Double hung alternate : wood DH window X
17 Stair 30w x 57h Double hung Double hung alternate : wood DH window X Tempered Glass
18 Bathroom 24w x 57h Double hung Double hung alternate : wood DH window X Tempered Glass
19 (2) Closet (2) 28w x 37h Double hung Remove, per HPC approval Remove, per HPC approval
20-28 Porch 28w x 56h 3/1 Double hung Remove

5 openings Basement glass block & concrete replace existing Awning Required
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retaining wall extends entire side property line, build on 700 4th side of property line
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